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• Simple 2-wire connection 
• Built-in microphone and speaker for two-way 

communication 
• Unlock doors with a single button press 
• Adjustable color tone, brightness, and contrast 
• Adjustable speaker and ringer volume 
• Camera has six LEDs for nighttime operation 
• 1/3” Sony Super HAD II CCD 
• 420 TV Line resolution 
• Optional secondary monitor available  

(model# DP-222-MQ – sold separately) 

Color Video Door Phone 
DP-222Q Camera and Monitor Set 
The ENFORCER ®  Color Video Door Phone allows users to 
remotely and securely talk to visitors and unlock doors and gates 
from the monitor. 

Features: 

Specifications: Also Available from SECO-LARM®: 

DP-234-MQ 

 

Optional secondary hands-free monitor 
• Compatible with both the Hands-Free 

Video Door Phone (DP-234Q) and the 
Standard Color Video Door Phone  
(DP-222Q) 

 
DP-234Q 

 

Hands-Free Video Door Phone 
• Simple 2-wire connection 
• Remotely and securely talk to visitors 
• Camera has four LEDs for nighttime 

operation 
 

Screen image simulated. 

Camera 
Type Color Camera 
CCD 1/3” Sony Super HAD II 
DSP Enhanced Effio-E 
Resolution 420 TV Lines 
Lens 4.5mm 
Relay output 1A@12VDC max. dry contact 
Weight 11-oz (312g) 
Current draw 180mA 
Dimensions 51/4”x39/16”x13/8” (130x90x33 mm)  
 

Monitor 
Display TFT 
Operating voltage 17VDC 
Weight 17-oz (482g) 
Current draw 440mA 
Dimensions 75/8”x81/2”x113/16” (194x216x46 mm) 
 

DP-222MQ 

 

Optional secondary handset monitor 
• Compatible with both the Hands-Free 

Video Door Phone (DP-234Q) and the 
Standard Color Video Door Phone  
(DP-222Q) 

 


