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RTE Plate with Dual-Color LED and Timer 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Green wire (LED)  

(+)  

Black wire (LED)  

(-)  

Red wire (LED)  

(+)  

SD-7623-GSTQ  

 
Features: 

 Dual-color green/red LED can be wired for a range of uses, e.g.: 

- Switching ON/OFF or changing color when button is pressed 

- Changing color when door unlocks 

- Always steady ON green or red 

 Large illuminated pushbutton with caption “PUSH TO EXIT” 

 Stainless-steel single-gang plate 

 12/24 VDC Operation 

 Rated 3A@24VDC 

 Pushbutton LED replacement bulb included 

 Pushbutton LED gives over 50,000 hours of illumination 

 Message language can be easily switched between English,  

Spanish, and French with 3 included interchangeable plates: 
 

 

 

 

 

 Includes colored 12-inch wire leads with  

easy-to-attach spade lugs for fast installation 

 Built-in timer with output adjustable from 1~180 seconds 

 Buzzer output for audible status 

 

 

 

 

Wiring: 

 Pushbutton Timer  

Green wire (light)  

(12VDC or 24VDC)  

White wire (COM) 

Max. 10A@125~250 VAC 

Blue/white wire (N.O.) 

(Top Lug) 

Green/white wire (N.C.) 

(Bottom Lug) 

Timer Adjustment Trimpot 
 

Buzzer Output 

Relay  
Output 

Trigger Input 
(Factory prewired) 

Power Input 12~24 VAC  
or VDC (non-polarized) 

(–) 
(+) 
(N.C.) 
(N.O.) 
(COM) 
(COM) 

(N.O.) 
(N.C.) 

Dual-color 

green/red LED 

can be wired for 

a range of uses 


