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AC-132Q   Wireless Doorbell 
 

Specifications: 
Frequency 433.92MHz 
Range Up to 500ft (150m)* 
Current draw 
(Receiver) 

Standby 6.5mA 
Active 22mA (low sound) / 65mA (high sound) 

Current draw 
(Transmitter) 

Standby None 
Active 25mA 

Power Receiver 4.5VDC  (3x AA battery, not included) 
Transmitter 3VDC (1x 2032 lithium, included) 

Sound level  72dB@1ft (low) or 83dB@1ft (high) 
Material ABS plastic 
IP Rating (Transmitter) IP44 

Dimensions Receiver 65/8"x41/4"x13/8" (168x106x33mm) 
Transmitter 31/4"x11/4"x7/8" (82x33x21mm) 

Weight Receiver 8.5-oz. (240g) 
Transmitter 1-oz. (27g) 

 

 

Always know when someone is at your door. 
Place the receiver anywhere up to 500 ft* from 
the door and easily relocate it anywhere you 
want at any time. Provides both an audible and 
visual alert. 
 

*Transmission range may vary depending on installation and operating environment  

Wireless Doorbell  

• Easy installation, attractive design 
• Receiver gives both an audible and visual (blue LED) notification 

when transmitter button is pressed 
• Red LED on transmitter for visual feedback  
• Digital coding to reduce interference 
• Choose from 32 different melodies 
• Adjustable sound level (high / low) 
• Battery life for transmitter lasts up to one year and for receiver 

lasts up to 4 months (based on 5 triggers/day) 
• Durable ABS plastic housings 
• Weatherproof transmitter (IP44) 
• Range between transmitter and receiver up to 500 ft (150m)* 

Dimensions: 

 


